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Plaster Wall Lights / Residential & Semi-Commercial

ALPHA.

Technical Specification

Product Family

Dimensions

Lamp Data

Lamp Cap Type
G9 (CER08) or 
E14  (CER08L)

Wattage Max 40.0W

Dimmable
Yes with dimmable 
bulbs

Bulb Replaceable Yes

Bulb Included No (Sold Seperately)

Bulb 
Recommendation

4W LED G9 
(CER08)
4W LED E14 Candle 
(CER08L)

Electrical Data

Voltage 220-240V AC

Frequency 50/60Hz

Wattage Max 40.0W

Earth Protection Class I

Construction

Body Material Gypsum Plaster

Body Colour White

Diffuser 
Material

Glass (Bottom)

Diffuser 
Colour

Frosted

Colour 
Options

Paintable

IP Rating IP20

Bathroom 
Zone

Zone 3

Switched No Switch

Dimensions See below

Weight TBC

Cable Entry
Rear wire 
through bracket  

Product Details

Range Variants Standard

Applications
Semi-Commercial 
or Residential

Installation Options

Corridors / 
Stairwells / 
Waiting Rooms / 
Residential

UKCA & CE 
Compliant

Yes

RoHS Compliant Yes

Guarantee Period 3 years (fitting)

ALPHA Plaster wall light is a stylish fully paintable uplighter with a smooth white 

finish and a stunning up down light wall effect.   Perfect for living rooms, stairs, 

hallways, bedrooms, kitchens, waiting rooms, offices and other indoor areas

         Smooth white finish

         Up down light effect

         Easy fit bracket

         Paint to match wall colour

         Dimmable with our dimmable LED bulb.

sku dimension

CER08
120mm (h) x 200mm 
(w) x 85mm (d)

CER08L
140mm (h) x 300mm 
(w) x 95mm (d)
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Bulb Options

sku description dimmable

LAG94WW 4W G9 3000K Warm White Yes

LASES4WW 4W E14 2700K Warm White YesG9 LED
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E14 Filament LED
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