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Plaster Wall Lights / Residential & Semi-Commercial

FALMER.

Technical Specification

Product Family

CER34 White

Dimensions

Electrical Data

Voltage 220-240V AC

Frequency 50/60Hz

Wattage 1.8W

Earth Protection Class II

Construction

Body Material Gypsum Plaster

Body Colour White

Colour Options Paintable

IP Rating IP20

Bathroom 
Zone

Zone 3

Switched No Switch

Dimensions
320mm (h) x 
100mm (w) x 
45mm (d)

Weight 1.42 kg

Cable Entry Rear of Fitting

Operating 
Temp (°C)

-20 to 40 °C

Product Details

Range Variants LED

Applications
Semi-Commercial or 
Residential

Installation Options
Corridors / Stairwells 
/ Hallways

UKCA & CE 
Compliant

Yes

RoHS Compliant Yes

Guarantee Period 2 years

MALVA LED Plaster wall light is a fully paintable half moon uplighter with a smooth 

white finish and an up down light wall effect.   Perfect for stairways, corridors and 

hallways. Its sleek design features clean lines and a subtly curved rear wall, evenly 

distributing light along its length for a striking feature 

         3000K, Warm White LED

         Plaster Gypsum Material

         Perfect for Stairwells, Corridors and Hallways

         Fully paintable to match wall colour         

         Trimless finish
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LED Type SMD 28355

Wattage 1.8W

Lumens 93 lm

Lumens per Watt 54.0 lm/w

Dimmable No

Colour Rending 
Index >=80 CRI

Colour Temperature 3000K. Warm White

LED Replaceable Yes

Bulb Included No

Bulb 
Recommendation

Not Required - LED 
Integrated

LED Lifetime 30,000 hrs
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