
14

LED Bulkheads / Commercial & Residential
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Technical Specification

LED Data

LED Type
SMD (Surface 
Mounted Device)

LED Microchip 2835

Lumens 1500 - 2000 lm

Lumens per watt 100.0 lm/W

Colour 
Rendering Index

>=80 CRI

Colour 
Temperature

3000K (Warm White)  
4000K (Cool White) 
6500K (Daylight)

Beam Angle 120°

Instantaneous 
Illumination

Yes: <1 second

Hg 0% (Mercury 
Free)

Yes

LED Lifetime 25,000 hrs

Electrical Data

Voltage 220-240V AC

Frequency 50/60Hz

Wattage 
(illuminated)

15.0W - 20.0W

Power Factor 0.5 pf

Earth Protection Class II

Energy Rating F

Driver Integrated

Dimmable No

Construction

Case Material Polycarbonate

Case Colour White

Diffuser Material Polycarbonate

Diffuser Colour Opaque

IP Rating IP65

Impact 
Protection Rating

IK06

Dimensions

15W -  
Diameter 167mm 
x Depth 62mm 

20W -  
Diameter 221mm 
x Depth 72mm

Weight 0.260 - 0.360 kg

Cable Entry
20mm cable entry 
at rear & multiple 
conduit knockouts   

Operating Temp 
(°C)

-20 to 40 °C

Product Details

Range 
Variants

Standard

Trim Options White

Applications
Semi-Commercial or 
Residential

Installation 
Options

Bathroom / Corridors 
/ Stairwells / Utility 
Rooms / Amenity 
Areas / Exterior 
Areas

UKCA & CE 
Compliant

Yes

RoHS 
Compliant

Yes

Guarantee 
Period

2 years

Dimensions

Product Family

sku dimensions wattage

BH15W 167mm (dia) x 62mm (d) 15W

BH20W 221mm (dia) x 72mm (d) 20W
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The SOHO IP65 led bulkhead fitting is a powerful round light perfect for use indoors and 

outdoors in domestic, industrial and commerical installations.

          Super Bright 1500-2000 lumens

          CCT Tri-Colour Switchable - 3000K, 4000K, & 6500K

          Fully versatile light fitting

          Long Life - 25,000 hrs life

          IP65 Rated

BH15W BH20W


